
Pica 790 
pH neutral graffiti 

remover HD 
 
Generally: 

Pica 790 is a viscous pH neutral graffiti re-
mover with excellent adhesive properties to 
allow for a longer contact time between the 
graffiti remover and the graffiti. Pica 790 is 
specifically designed to be a powerful spray 
can and bitumen graffiti remover even in 
low winter temperatures. Pica 790 is excel-
lent to use in winter when you need good 
results quickly. 
 

Use: 

Use for graffiti removal on most types of  
surfaces. Do not use Pica 790 on plastic, 
rubber or poly carbonate surfaces.   
 

Directions for use: 

-Coat surface using a paint brush or roller. 
-If needed work Pica 790 thoroughly into 
the  
graffiti. 
-Allow 5-30 minutes for Pica 790 to dissolve 
the graffiti paint.  
-Rinse facade thoroughly with water. 
 
Solution to be used: 

Concentrate (pH 7). 

 
Estimated amount to be used: 

0,4-0,8 litres/m2. 
 
Personal protective measures: 

-Use protective gloves. 
-Wear safety goggles. 
 
Labelling: 

Se MSDS 

 
Storage/durability: 

Store dark and frost free. Durability about 24 
months in sealed original container. 
 

Technical data: 

Contains:  Ethoxylates, Naphta i.a.  
Appearance:  Viscous liquid 

Odour:  Neutral 

The information supplied is only intended to be used as a guideline. Pica Kemi AB therefore accepts no liability based on this infor-

mation on behalf of the user. 
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